In-class text notes for humidity
1. Definitions of Mixing Ratio, Saturation Mixing Ratio, and Relative Humidity
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We will use the Mixing Ratio to keep track of the amount of water vapor in parcels; the higher the mixing ratio, the more water vapor that is in the air.
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The Saturation Mixing Ratio tells us the maximum possible amount of water vapor that could be in the air.
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You will need to know this equation for relative humidity. The mixing ratio, U, must be measured, while the saturation mixing ratio, US, is a function of temperature. We will use the tables of saturation mixing ratio to get US. The tables are provided as a link on the reading pages. They are also included below, the first table for temperature in Celsius and the second for temperature in Fahrenheit. You should immediately see that as the temperature increases (down the left hand column), the saturation mixing ratio (down the right hand column) increases sharply, showing again that warmer air has a higher capacity for water vapor.
	Temperature (° C)

Or

Dew Point Temperature (° C)
	Saturation Mixing Ratio (g / kg)

Or

Mixing Ratio (g / kg)

	-40
	0.1

	-30
	0.3

	-20
	0.8

	-10
	1.8

	0
	3.8

	5
	5.4

	10
	7.6

	15
	10.6

	20
	14.7

	25
	20.1

	30
	27.2

	35
	36.6

	40
	49.0

	Temperature (° F)

Or

Dew Point Temperature (° F)
	Saturation Mixing Ratio (g / kg)

Or

Mixing Ratio (g / kg)

	-40
	0.12

	-30
	0.21

	-20
	0.35

	-10
	0.58

	0
	0.94

	10
	1.52

	15
	1.89

	20
	2.34

	25
	2.88

	30
	3.54

	35
	4.33

	40
	5.28

	45
	6.40

	50
	7.74

	55
	9.32

	60
	11.19

	65
	13.38

	70
	15.95

	75
	18.94

	80
	22.43

	85
	26.48

	90
	31.16

	95
	36.56

	100
	43.22


2. I expect that you will understand the concept of relative humidity as well as be able to perform simple calculations using the relative humidity equation and the table of Saturation Mixing Ratios.

Example: (A) What is the RH of an air parcel with temperature, T = 25° C, and water vapor mixing ratio, U = 8 g/kg?


Step 1. Use T and saturation mixing ratio table to get US.



Reading from table, for T = 25° C ( US = 20.1 g/kg

Step 2. Use the RH equation
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Continuing: (B) What is RH, if the parcel is cooled to T = 15° C with no change in the water vapor content?

Step 1. Using the table, for T = 15° C ( US = 10.6 g/kg


Step 2. 
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3. From the previous example, we can see that RH by itself does not indicate the absolute amount of water vapor in the air because it depends on temperature. In the previous example, even though the actual amount of water vapor in the parcel was the same in parts (A) and (B), the RH was different because US changed due to the temperature change.

In fact there are two ways RH can change:

(1) Change the water vapor content of the air (changes U) or

(2) Change the temperature (changes US)

4. Dew Point Temperature ≡ Td is the temperature to which you would need to cool an air parcel for it to be saturated.  It is determined by the amount of water vapor in the parcel, i.e., the mixing ratio, U … as U increases, Td increases.

· The dew point temperature is the answer to this question:  Given the amount of water vapor that is in a parcel, what would the air temperature have to be for the parcel to be saturated with that amount of water vapor?
5. Use of Saturation Mixing Ratio Table for Td calculations.

· Review … given the air temperature, T, the corresponding entry in the table is the saturation mixing ratio, Us.

T  ( (corresponds with) ( US

· There is also a correspondence between the dew point temperature, Td , and the mixing ratio, U.
Td  ( (corresponds with) ( U
Example dew point calculation:  If T = 10° C and RH = 50%, what is Td?

· Use saturation mixing ratio table, for T = 10° C ( US = 7.6 g/kg

· Use RH equation
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· Since the mixing ratio, U, is the only unknown, solve for it

U = (RH) x US = (0.5) x 7.6 g/kg = 3.8 g/kg

· Now use the table of saturation mixing ratios to find the corresponding dew point temperature

For U = 3.8 g/kg ( Td = 0° C
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